PROPELLER MAINTENANCE RECORD

Position PITCH RANGE

Propeller Model A3/ ¢ 23 High/Feather_o?7.
Propeller SIN.__ 7384 8 8 Start Lock__ /4

Blade Design_ S - £5/8-© Low_ /3.3
Blade S/IN’s Reverse_ /¥
No.1_A/335¢eL 55
No. Zw Aircraft Manufacturer
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Date: PlOp TSN: unl\ Description
— 01/22/07 Overhaul McCauley propeller Model 2A36C23-PEG, Serial number 738688 |-
SO Hobbs/Tack: in accordance with manuals 720415, SPM100-1, BOM100-1, and all current
= T.5.0: DAL ao A. D.'s and McCauley service information. Cadmium Plate in accordance b=
0.0 with McCauley manual SPM-100-1 60-00-04 OO-P-416, Class Il & Ill.
B Perform oil fill modification in accordance with manual SPM-100-1. 5
Assembled propeller, function tested, set blade angles, and balanced
5= propeller assembly.

RickHafley g4, Lone Star Propeller CRS # L79R116Y

Signature: Shop Order #:07-00479

T T I !
Precision Aircraft Services

—— PO box 60273
San Angeio, Texas 7696
Date:8 August 2008 Tach:1
:1434.44
N9899R
This prop installed on Beech
4 Pl ek’d = 35 s/n D-6632 IAW Beech service manual. Ground run engine and checked for

L certify that this pro
p has bee
fnatewo rthy condition. n inspected in accordance with a 100hr./annual inspection and was determined to

~ Gordon Benr
«“J:\mssj;nn?a }:L»LM- e




10-10-09 N9899R 2A36C-23
Acft. TT. 3957.57 Prop TSOH: 144.33 sn: 738688

| certify that this engine was inspected in accordance with an annual

Inspection per FAR appendix D and has been determined to be in airworthy

condition.

Ronald L Hill Jr.

F it M

1A341482748

——

100 hour inspection and w.

PROPELLER LOG ENTRY
07/06/2011 N98I9R Tach: 1654.6 SPOH: 220.2

Completed 100 hour inspection per Appendix D to Part 43, This aircraft, airframe, aircraft engine, propeller
or appliance identified above was repaired and inspected with current Regulations of the Federal Aviation
Adrplmstraﬁon and is approved for return to service. Pertinent details of the repair are on file at this repair
station under Work Order 18071. | certify that this propeller has been inspected in accordance with a(n)
termined to be in an airworthy condition.

Signed: Rite-Way Aviation, Inc.
Repair Station YWYR832L

7814 Eagle Lane, Spring, TX 77379

authorized representative
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Date: Prop TSN: Description 1
— | 03/15/2013 | UNK Dynamic balanced propeller Model # 2A36C-23 , s/n# 738688, for Tail# -
Prop TSO: | Hobbs:/Tach: N989OR in accordance with McCauley Service letter 1989-4D and Dynamic
e 1810.19 Solution Systems balance manual Ch 5. Hobbs: 1810.19 —
— | Barton Marle; Lone Star Propeller CRS # L79R116Y -
Signature: / ok / e, Shop Order #: 13-01786 i
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October 14, 2013
N9899R Beechcraft N35 S/N: D-6632 Acft Tach: 1844.11 Acft TT: 4202.11
McCauley 2A36C23 S/N: 738688 Prop SOH: 0409.67

1. Complied with Annual Inspection IAW FAR 43 Appendix D.
: 2. Profiled the propeller blades and painted the blade faces flat black.
Certify that this Propeller has been inspected TAW an annual inspection and was determined to be in an

airworthy condition.
Paul A 34 \/ /
Leirong / AP3154322TA

February 19, 2015

B SkyWest Aviation Inc.
8 NIESOR Beech N35 S/N: D-6632 Tach: 1986.62
Mclauley 2A3623 S/N: 738688 SOH: 552.18

Complied with an Annual Inspection IAW FAR 43 appendix D using the McCauley Maintenance Manual.

I Certify that this Propeller has been inspected IAW an Annual Inspection and was determined to be in

E airworthy condmon
i Paul Armstrong -J APILA3Z2IA
T I | P = e : I = z
— SkyWest Aviation Inc 8
; March 18, 2016
B ufg::],: Beech N35 SN: D-6632 Tach: 2128.62 ACTT: 4486 .62 —
y 2A3623 SN: 738688 SOH: 694.18

Complied wi i
plied with an Annual Inspection IAW FAR 43 appendix D using the McCauley Maintenance Manual.

I Certify that this Pro
peller has b
- airworthy conditio as been inspected IAW an Annual Inspection and was determined to be in =
Paui Armstrong ; /
AP3154322IA ]
'‘aa







